
 

 

 
 

DECLARATION OF PERFORMANCE 
 

č. POV 2/2023/EN     
                     

1. A unique product type identification code: 

                               Construction insulation roll double-sized laminated on one side with AL foil 
and on the other side with PETZ „combined“ 

 

2. Intended use: 
 
Use for heat insulation of building structures, roofs, ceilings, walls up to max. temperature  
90 °C. 
The products do not contain flame retardants. 

 
 
3. Company, contact adress: 

 
REFLEXNÍ TEPELNÁ IZOLACE Haasová- Menhart®  
Owners of utility model 
Marie Haasová 
Nábřeží kpt. Nálepky 471/3 
339 01 KLATOVY, Czech Republic 
 

4. Systém of assesment and verification of constancy of performance of construction products: 
 
System 3 

 
5. EN 14313:2009+A1:2013, notified body no. 1023 (INSTITUT PRO TESTOVÁNÍ A 

CERTIFIKACI, třída Tomáše Bati 299, Louky, 763 02 Zlín, Česká republika, Divize CSI – 
Centrum stavebního inženýrství)  

 
 
 
 
 
 
 



 

 

 
6. The declared properties applies to all products:  

 
                                Construction insulation roll double-sized laminated on one side with AL foil 

and on the other side with PETZ „combined“ 
 
 

Charakteristics Properties Technical specification 
 
 
 

Dimensions and tolerations  
[mm, %] 

 
 

Roll thickness  

2-5 mm ± 1 mm  
ČSN EN 823 6-10 mm ± 1,5 mm 

15 mm ± 2 mm 
20 a 30 mm ± 2,5 mm 

> 30 mm ± 3,5 mm 
Roll width ± 1 % ČSN EN 822 
Roll lenght ± 1,5 % ČSN EN 14313+A1:2013 

 
 

Coefficient of thermal conductivity l 
[W/m.K] 

- 5 °C 0,0373  
 

ČSN EN 12667 
0 °C 0,0380 

+ 10 °C 0,0388 
+ 15 °C 0,0397 
+ 25 °C 0,0407 
+ 35 °C 0,0423 

Lowest operating temperature [°C] - 40 °C ČSN EN 14313+A1:2013 
Highest operating temperature [°C] 90 °C ČSN EN 14313+A1:2013 

Reaction on fire F ČSN EN 13501-1 
Water permeability (absorption) WP [kg.m2] 0,07 ČSN EN ISO 29767 

Release of corrosive substances (chloride ion content, pH)  < 5 mg/kg, pH 6,2 ČSN EN 13468 
 
 
The properties of the above-mentioned product are in accordance with the set of declared properties. 
This declaration of performance is issued under the sole responsibility of the manufacturer referred 
to above in accordance with Regulation (EU) No. 305/2011. 
 

 
 
 
 
 
In Klatovy, 1.4.2023         
 
 

 
 
           
 

 


